Aircraft OEM: Bell 


Aero Design Ltd. 


Work Order Control Sheet 
Work Order#: 2015-06 Date Opened: 14 Jan 2015 
Title: Assemblv 


Aircraft Model: 206L/407 
Product Type: Cvclic Friction Threaded Rod Assy Product Model: N/A 
Quantitv: 43 


Work Order Contents 
initial or N/A 
Component Completion 
As Instructed 
Work Order/Build Sheets (Procédures Provided) 
N/A 
Quantity Complété on This Work Order 
43 


Additional Work Sheets (Standard Practice) 
N/A 
Quantity Incomplète on This Work Order 
N/A 
Drawings (See List Below) 
JR 
Further Processing Required Before Release 
JR 


Parts Distribution Sheet 
JR 
Release to Stock as Components 
JR 
Sub Component Tags 
N/A 


Completed Certification (Original) 
N/A 
Certification 
initiai or N/A 
Time Sheet (R&D) 
N/A 
Form One Completed 
N/A 


Notes 
N/A 
Serviceable (Green) Tag Completed 
N/A 


In Process (Yellow) Tag Completed 
N/A 


Bulld Sheet Contents 
Initial or N/A 
Unserviceable (Red) Tag Completed 
N/A 


Tasks Initiailed 
JR 
Parts Tracking (white)Tag Completed 
JR 
Dual Inspections Initiailed 
JR 
Parts Placed in Stores for Distribution 
N/A 


Additional Documentation 
Initiai or N/A 
Drawing List 
Drawing # 
Rev# 
Description 
Initial or N/A 
Documentation of a minor change 
N/A 


95212 
1 
Threaded Rod Assembly 
JR 
Non-Conformance Report Required 
N/A 


95232 
1 
Threaded Rod 
JR 
Service Difficulty Report Required 
N/A 


95236 
1 
Stop 
JR 


Billing 
initial or N/A 


Local (Aero Design) 
JR 
Research and Development 
N/A 
Third Party 
N/A 


Traveller 


Cut threaded rods to length 


Face threaded rods on lathe 


Drill cotter pin holes in threaded rod 


Cut bushing materiai to length 


Face ends of bushing on lathe 


Drill and tap bushing on lathe 


Clean threads on threaded rods and bushings 


Print: David Martyn 


Print: Jason Rekve 
Work performed by: 
ICC / Dual Inspection preformed by: 
Work Order closed by: 
Print: Jason Rekve 
Approved Manufacturing Facility 73-04 


Initial or N/A 


DM 


DM 
DM 
DM 
DM 
DM 
DM 


Thread two busings on to each threaded rod 


Locate bushings lAW drawing 


tig weld smal tack on inboard side of bushings 
Machine flat on bushing at cotter pin end 


SCA: ADOS 


SCA: ADOl 


SCA: ADOl 


Date: 


Date: 


Date: 


Initiai or N/A 


14-jan-15 


15-Jan-15 


20-Jan-15 


Form 20. 
Rev. Original 23 Sep 2014 


DM 


DM 
DM 
DM 


Aero Design 


Parts Distribution Sheet 


wo# ^(5- 


From PO or WO # 
Quantity 
Description „ 
Part Number 
For WO # 
'b^-yHvenrkcd: krÂ 
/n/kfi 


1 


Approved Manufacturing Facility 73-04 
Form 20.F.06 
Rev. Original 27 May 2013 


r 
» 


DIS ORAtlMG CONTANS nFQRUAlKM MO DATA W1CH S PRCPRCTARY TD AERO OESCN LTD. 
ËRAliMC, OR 
l^llàN ■ MtOT, MAY n6t k k^PPOEOS! 
OOPED, CR DUPUCAIED M ANY UMWER, NOR USED FOR HMUFACIURMG MTHOUT DC «RTDÎN CONSEHT OF AERO KSGN L1D. 
BY AOCEPIMG DIS DRAWNG FOR 
REFERENCE, D€ REOPtWT AGREES TO HOU) AERO DESK» LTD. HARMLESS FROM PC USE. OR liSUSE. OF D<I5 DRAWNG OR DC BCCRMADOW CONTWCD DCRECN. 


0- 


REV. 
DESCRIPTION OF CHANGE 


INITIAL ISSUE 
TITLE BLOCK UPDATED; STOP SPAONG CHANGED; WELD CHANGED 


INITIAIS 


BJC 


DATE 


U/10/2013 


.02) (03 
04. 
GTAW 
GTAW, 


0.156- 
DRILL 5/6A (0.078) 
//(y 
Cet,Ù. 
sUf- 


■ t 
n 


7.407 


^3 
@ 
01) THREADED ROD ASSEMBLY 


NOTES 


1. REMOVE ALL BURRS AND BREAK SHARP EDGES. 
^ 


2. WELDING OF 304 STAINLESS STEEL TO BE COMPLETED BY GTAW METHOD TO AMS268SC. 


WELDING ROO SHAU CONFORM TO ER308L OR EQUIVALENT. 


APF>ROVALS 
DATE 
AERO DESIGN LTD. 
)) 
S888A MALASPINA ROAD 
/C 
POWBU, nVER, BC. CANADA, TBÀ 0G3 
tf — 
nu Aouwnw 
—yiliNiii H» 


JEFF OARKE 
18 CCI 2012 


CMECKID: 
E. BURGON 
18 OCT 2012 
1 
95236-01 
04 
STOP 


1 
95234-01 
03 
STOP 
UNLESS 0D1ERWSE SPEQFIEO 
HMENSICmS ARE IN MCHES. 
TOLERANCES ON: 
DEaUALS 
ANGLES 
X.>00< ±0.010 
±1/2* 
X.XX 
±0.03 


BELL 206A. 2068, 206L SERIES. «7 
CYCUC FRICTION REPLACEMENT 
THREADED ROD ASSEMBLY 


1 
95232-01 
02 
THREADED ROD 
■ 
X 
95212-01 
01 
THREADED ROD ASSEMBLY 


01 
PART NO. 
ITEM 
DESCRIPTION 
SCALE 1 : 
1 
min. ak 
A4 


DWQ. Na 
95212 


fCV. 


1 
QTY 
LIST OF MATERIALS 
X.X 
±0.1 
SHEET 
1 OF 1 


THtS DRAHtMC CONTAMS MPORMAIMN ANO DATA 
IS PRliPliCTARY io AEiAo DESlCN Lb. IHS ORAHIM; OR ANY PoMlàt THEREOF, UA^ Ml' à MIMUX^ 
COHED, OR DUPUCA1ED M ANY UANNER, NCR USED FOR HANUFACIURMC NTIHOUT nC WIT1EN CONSENT OF AERO DESIGN L1D. BY AOCEPTMG 1HIS DRAWtG FOR 
REFERENCE. THE RECHENT AGREES TD HOU? AERO DESWN LTD. HARMLE5S FROM THE USE, OR MSUSE. OF THIS DRAWNG OR THE INFORMAIION CONTAINED THEREON. 


REV. 
DESCRIPTION OF CHANGE 


INITIAL ISSUE 
TITLE BLOCK UPDATED 


INITIALS 


BJC 


DATE 


H/10/2013 


NOTES 


1. REMOVE ALL BURRS AND BREAK SHARP EDGES. 


Icfjçcf- 


R0.03 
TYP 


-7.407- 


01)THREADED ROD 


01 


QTY 


95232-01 


PART NO. 


01 


ITEM 


THREADED ROD 


DESCRIPTION 


304 STAINLESS STEEL 


MATERIAL 


ASTM F593 


MATERIAL SPEC 


#10-32 THREADED ROD 


STOCK SIZE 


LIST OF MATERIALS 


APPROVALS 


JEFF CLARKE 


E. BURGOIN 


DATE 


18 OCT 2012 


18 OCT 2012 


UNLESS OTHERMSE SPEaREO 
OIMENaONS ARE IN MCHES. 
TOLERANCES ON: 
OEOMALS 
ANGLES 
X.XXX ±0.010 
±1/2* 
X.XX 
±0.03 
X.X 
±0.1 


AERO DESIGN LTD. 


SBOBA luuspnu ROAD 
POTTELL BIVBL BC. CANADA. TBA 0G3 
mi aoAAaajm 
< 


BELL 206A, 206B, 206L SERIES, 407 
CYCUC FRICTION REPLACEMENT 
PARTS - THREADED ROD 


SCALE 1 : 
1 


SHEET 1 OF 1 
A4 


owi Na 
95232 


V 
m 


ms ORANMO OCNTAiNS limSUlKlN AND DATA «HCH IS PMPRETARY 11) AERO 0E9GN L1D. IHS ORAWia OR ANY PORTION DCREOF, MAY NOT BE REFIMOUCED. 
COPKD, OR DUPUCA1ED M ANY MARNER, NOR USED FOR HANUFACIURMG WTHOUT THE «RIT1EN CONSENT OF AERO DESIGN LTD. BY AOCEPTWG THIS DRAING FOR 
REFERENCE, THE RECWENT AGREES TD HOU) AERO DESWN LTD. HARMLE5S FROM THE USE. OR lISUSE, OT THIS 0RA1MNG OR THE IIFORMATION CONTAINED THEREON. 


1 ■ ^ooH 


REV. 
DESCRIPTION OF CHANGE 


INITIAL ISSUE 
TITLE BLOCK UPDATED; REMOVE SDE HOLE 


INITIALS 


BJC 


DATE 


14/10/2013 


R0.03 
TYP 


-0.156 


-0.313 
TAP DRILL #21 (0.159) 
TAP #10-32 UNF-2B 


«0.290 
'0.285 


@ STOP 


NOTES 


1. REMOVE ALL BURRS AND BREAK SHARP EDGES. 


01 


QTY 


95236-01 
01 
STOP 


PART NO. 
ITEM 
DESCRIPTION 


304 STAINLESS STEEL 
ASTM A479 


MATERIAL 
MATERIAL SPEC 


«0.313 ROD 


STOCK SIZE 


UST OF MATERIALS 


AF>PROVALS 


JEFF CLARKE 


E. 8URGCIN 


DATE 


18 OCT 2012 


18 OCT 2012 


UNLESS OTHERWSE SPECREO 
HMENaCNS ARE IN INCHES. 


TOLERANCES ON: 
OEOMALS 
ANGLES 
X.XXX ±0.010 
±1/2* 
X.XX 
±0.03 
X.X 
±0.1 


AFRO DESIGN LTD. 


SaSBA lULASPnU BOAD 
POWSU, HIVER, BC, CANADA, TBA 0G3 


BELL 206A. 2068, 206L SERIES, 407 
CYCUC FRICTION REPLACEMENT 
PARTS - STOP 


SCALE 1 : 1 


SHEET 
1 
OF 1 
A4 


Dwa Na 
95236 
1 


